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CONTRACT RIDER FOR



Nov 02
Mary Jane Lamond 
(This rider forms an integral part of the contract for the engagement referenced below)

Hospitality:

The purchaser agrees to provide (at his sole cost and expense) the following food/refreshments for 7 persons, the time of serving to be specified by the artist representative at least 24 hours prior to their arrival time.

Load-in: coffee, water, assorted juice, iced tea, donuts, and assorted sandwiches.

Sound-check: coffee, water, assorted juice, iced tea, assorted pop.

After Sound Check: A hot meal for 9 including beverages.

Show Call: 12 cold beer, 12 coke classic, 6 cans of ginger ale, 12 assorted juices, 3 iced tea, 12 one litre bottles of spring water, bottle of medium, white wine.

After Show: 24 cold beer, bread, rolls, cheese, vegetable tray, and one deli tray including condiments and eating utensils.

Electrical Requirements:
The purchaser agrees to provide adequate electrical service and facilities to be installed by licensed electricians and professional personnel  (in accordance with the standards of the community) and operation in a safe manner for the electrical appliances, facilities and wiring.  The requirements are as follows: three 4-outlet 20 amp circuits in the performance area of the stage and a 200 amp single or 3 phase switched power feed within 100 feet of the stage.

Access is required to a switched power supply, as the road crew will not make live connections. A qualified electrician must be made available by the purchaser, at the purchaser’s expense, for hook-up and hook-out at designated times if there are any live connections.

Lighting Requirements: 4 Colour Wash Down Stage and Up Stage,

6 Specials on the Down Stage for Soloing 1 FOH Follow Spot
F.O.H. Audio Details:

· 32 Channel Mixing Console with 2 sweepable Mids (Soundcraft, Midas, or equivalent).

· 2 Reverb Units (SPX90, SPX1000, PCM 70, or equivalent).

· 2 Digital Delay’s (SDE 1000, SDE 3000, PCM 60, or equivalent).

· 4 Insertable Noise Gates (Gatex, Klark or equivalent).

· 6 Insertable Compressor/Limiters (DBX 160, DBX 166, or equivalent).

· 2 1/3 Octave EQ’s (Klark or equivalent).

· F.O.H. should be Meyer, Apogee, or equivalent and able to reproduce 110db at mix area.

· Clear Com between F.O.H. and Monitor consoles.

· Talk Back Mic from F.O.H. to Monitors.

· All necessary cables.

· 11 Short Boom Stands.

· 9 Tall Boom Stands.

Monitor Audio Details:

· 32 Channel console with 2 Sweepable Mids, 6 mixes (Soundcraft Midas ,or equivalent).

· 8 1/3 Octave EQ’s.

· 8 Bi-Amped Monitors (Meyer, Apogee, Jason, Clair Bros).

· 4 - 15 amp Stage AC Quad Boxes.

· All Necessary Cables.

“MONITOR CONSOLE TO BE SET UP STAGE RIGHT”

“BOTH F.O.H. AND MONITOR CONSOLES AND EFX RACKS MUST BE WELL LIT” 
